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ABSTRAK 

 

Dalam penelitian ini akan melakukan perhitungan daya dukung tunggal pondasi tiang pancang 

pada bagian jembatan tersebut beserta nilai efisiensi dan kapasitas kelompok tiang. Judul 

penelitian ini adalah Perhitungan Nilai Daya Dukung Tiang Pancang Menggunakan Data N-SPT 

Pada Jembatan Sungai Gardu. Dalam Studi litertaur ini dilakukan untuk mempelajari secara 

lebih mendalam mengenai metode (Standard Penetration Test) SPT berdasarkan referensi yang 

relevan dengan penelitian yang dilakukan. Referensi tersebut dapat berupa buku, jurnal ilmiah 

dan artikel. Data yang digunakan dalam penelitian merupakan data sekunder, yang artinya data 

yang digunakan bukan hasil pengambilan secara langsung kelapangan oleh peneliti, melainkan 

hasil pengambilan data yang dilakukan oleh tim peneliti.Berdasarkan perhitungan yang telah 

dilakukan maka didapatkan kesimpulan sebagai berikut : Nilai daya dukung tunggal pondasi 

tiang pancang pada jembatan Sungai Gardu menggunakan data N-SPT adalah sebesar 88,313 

Ton. Nilai daya dukung kelompok pondasi tiang pancang pada jembatan Sungai Gardu 

menggunakan data N-SPT pada jembatan Sungai Gardu dengan nilai efisiensi tiang pada pile 

slab 1 abutment adalah sebesar 81,9% dan nilai daya dukung tiang kelompok sebesar 4382,511 

Ton. Hasil dari perhitungan nilai efisiensi tiang pada pile slab 2 adalah sebesar 79,6% dan nilai 

daya dukung tiang kelompok sebesar 6391,757 Ton. Penurunan pondasi tiang pancang tunggal 

pada Jembatan Sungai Gardu dengan menggunakan data N-SPT. Besarnya penurunan tiang, 

dihitung menggunakan Metode Reese & Wright adalah sebesar 0,034 m. 
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ABSTRACT 

 

 

In this study, it will calculate the single carrying capacity of the pile foundation on the bridge 

along with the efficiency and capacity values of the pole group. The title of this study is 

Calculation of Pile Carrying Capacity Value Using N-SPT Data on Substation River Bridges. In 

this litertaur study, it is carried out to study more deeply about the SPT method (Standard 

Penetration Test) based on references relevant to the research carried out. Such references can 

be books, scientific journals and articles. The data used in the study is secondary data, which 

means that the data used is not the result of direct collection by the researcher, but the result of 

data collection carried out by the research team. Based on the calculations that have been made, 

the following conclusions are obtained: The single carrying capacity value of the pile 

foundation on the Substation River bridge using N-SPT data is 88,313 tons. The carrying 

capacity value of the pile foundation group on the Substation River bridge using N-SPT data on 

the Substation River bridge with the pole efficiency value on the pile slab 1 abutment is 81.9% 

and the carrying capacity value of the group pole is 4382,511 tons. The result of the calculation 

of the pole efficiency value on pile slab 2 is 79.6% and the carrying capacity value of the group 

pole is 6391,757 tons. Decreased single pile foundation on the Substation River Bridge using N-

SPT data. The magnitude of the decrease in the mast, calculated using the Reese & Wright 

Method is 0.034 m. 
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