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ABSTRAK 

Listrik merupakan kebutuhan yang sangat berperan penting bagi kehidupan manusia. 

Sehingga itu rencananya diwilayah terpencil tersebut akan diadakan pembangkit listrik yang 

ramah lingkungan, dan juga termasuk energi terbarukan. Kecamatan Pinogu terdapat 

bendungan untuk bisa dimanfaatkan sebagai sumber Pembangkit Listrik Tenaga Mikrohidro 

(PLTMH). Tujuan dari penelitian ini yaitu untuk mengetahui seberapa besar potensi air untuk 

menghasilkan energi listrik pada bendungan yang dapat menunjang elektrifikasi di Desa sungai 

kembang Kecamatan Aranio Kota Banjarbaru. Metode yang digunakan dalam menghitung 

debit air pada bendungan tersebut dengan metode Penampung dan pengukuran menggunakan 

stopwatch. Berdasarkan hasil pengukuran pada lokasi bendungan di Desa sungai krmbang 

Kecamatan Aranio Kota Banjarbaru, menghasilkan potensi air dengan debit air maksimal 

sebesar 0,133 m
3
/detik, dengan tinggi terjun 1,2 meter, maka total daya maksimal yang 

diperoleh yaitu 197,1 watt dan dapat menyalakan lampu 5 Watt. 

Kata Kunci: Listrik, PLTMH, Desa sungai kembang 

 

ABSTRACT 

Electricity is a necessity that plays an important role in human life. So it is planned that in 

these remote areas there will be environmentally friendly power plants, which also include 

renewable energy. Pinogu District has a dam that can be used as a source of Micro Hydro 

Power Plant (PLTMH). The aim of this research is to find out how big the potential of water is 

to generate electrical energy in dams that can support electrification in Sungai kembang 

Village, Aranio District, Banjarbaru City. The method used in calculating the air discharge 

at the dam is the container method and measurements using a stopwatch. Based on the 

measurement results at the location of the dam in Sungai Krbang Village, Aranio District, 

Banjarbaru City, it produces an air potential with a maximum air discharge of 0.133 

m3/second, with a plunge height of 1.2 meters, the maximum total power obtained is 197.1 

watts and can ignite 5 Watt lamp. 

Keywords: Electricity, PLTMH, Sungai Bunga Village 
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